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Luna is a flexible multi-purpose homogeneous vinyl with a non-
directional polychrome design in a matt finish. Colour dyed as 
a raw mixture to ensure even colour throughout the thickness, 
Luna offers design flexibility coupled with supreme chemical 
resistance and ease of maintenance. 

Extended Specifications
Use Classification 34-43 (EN 685) Heavy Commercial
Total Thickness 2mm
Weight 2750g/m2
Width 2m
Roll Length 20Lm
Roll Coverage 40m2
Wear Group T (EN 649)
Wear Resistance ≤2.0mm3 (EN 660.2)
Static Electrical Propensity < 2kV (EN 1815)
Fire Rating Bfl-s1 (EN 13501-1)
Slip Resistance R9 (DIN 51130/BGR 181)
Static Electrical Propensity < 2kV (EN 1815)
Dimensional Stability ≤ 0.40% (EN 434)
Residual Indentation 0.03mm (EN 433)
Thermal Conductivity 0.25 W/(m.K) (EN 12524)
Colour fastness ≥6° (EN 20105 - B02)
Chemical Resistance Yes (EN 423)
Surface Treatment Evercare
TVOC After 28 Days <10µg/m3 (ISO 160

Drawing Inspiration 
Its patented surface treatment – Evercare™ – 
acts as a barrier against stains and chemical 
compounds typically found in medical or 
administrative environments. This micro-
structured and UV laser cross-linked polymer, 
together with fungicidal and antibacterial 
properties, creates an impermeable, hygienic 
surface that obviates the need for waxing or 
polishing during the floor’s lifetime.

Vinyl:
Luna

2071 Prism

2058 Polar Pond

2084 Touchstone

2055 Stardust

2081 Sparkling Water

2053 Twin Crystal

2077 Rough Surface

2051 Meteor
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